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Robust FST transmission

KUBOTA’s mechanical transmission includes a synchronised reverse 

clutch for precise and comfortable control of forward and reverse driving. 

Suspended clutch and brake pedals give the operator more free foot space. 

They are easier to use and provide optimum leg placement. In addition, 4 

gears and 2 groups provide 8 forward and 8 reverse gears. This versatility 

allows maximum productivity.

Exceptional engine performance 

Kubota’s E-TVCS engines are known for their power and reliability, 

the L1 series offers two: a robust 42 hp engine that is ideal for most 

jobs, and a powerful 50 hp engine for more demanding applications. 

Both engines also provide high torque and reduced emissions (Stage 

IIIA). Both are equipped with Kubota’s dynamic balancing system to 

minimise noise and vibration.

Comfortable HST transmission

The L1 series is equipped, with a Kubota hydrostatic transmission, which is equipped with a 44.5 cc hydrostatic pump with hydraulic 

servo mechanism, which increases the reaction speed of the HST pedal; this facilitates changing direction at the foot, for agile 

performance and more control under any load. It also simplifies forward and reverse direction changes. This HST transmission also 

reduces shocks, noise and fatigue, increasing tractor performance and operator comfort. In addition, this transmission is equipped 

with a cruise control within easy reach, which guarantees you a constant working speed.

Whatever the task, a L1 Series tractor can do it faster, easier and more comfortably. 

Every L1 Series tractor has a powerful engine and versatile features that maximise 

speed, performance and efficiency. The L1 Series is the leader in cost efficiency, 

with excellent features to optimize and improve your productivity.
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An impressive lifting capacity

The sturdy Cat. I or Cat. II rear linkage with a 1,750kg load capacity further increases the versatility of the new 

L1 Series. In addition to this lift capacity, this tractor series has a high pump capacity of up to 37 litres, with the 

steering system having a separate pump. To remain multifunctional, the L1-series is equipped with one double-acting 

hydraulic valve at the rear, and can also be extended to a maximum of 3 DA valves.  In addition to the rear linkage, the 

L1001 can also have a Kubota front loader, these front loaders have a maximum lifting capacity of 1129 kg (L1501) 

or 860 kg (L1421) and can be equipped with a quick coupling system for attachments.

Extremely comfortable

The completely flat floor, wide access to the driver’s 

seat and ergonomic controls provide the driver with 

unparalleled driving comfort. The steering column can 

be tilted so that every driver will feel at home on the 

tractor, while the luxurious suspension seat will provide 

even more comfort during the long working day. The 

smooth and sensitive power steering allows you to 

turn shorter and work comfortably and accurately 

with, for example, a front loader without getting tired. 

 

Electronic cruise control

The L1421 and L1501 tractors 

with a HST transmission are 

standard equipped with an 

electronic cruise control, which 

is within easy reach of the 

driver.
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